
T10
Ticket 
Validator

Validate QR-code Contactless Card Flexible Installation



T10

APPLICATION
· Public Bus
· Railway Station
· Subway
· Scenic Spots
· Stadium

Note: All specifications are subject to change without prior notice.
※ Optional

Ticket Validator
OS Andorid 12

Processor Quad- core 2.0GHz

Memory 2GB RAM, 16GB ROM

Display 5.5-inch LCD 

※ Contactless
Card Reader

ISO14443 Type A/B, Mifare, ISO18092 
compliant
※ EMV Contactless L1, Paywave, Paypass
※ Felica

SIM&SAM Slots 2 SIMs
6 SAMs 

Communications LTE/WCDMA/GPRS/WiFi/Bluetooth

GNSS GPS / A-GPS, GLONASS, BeiDou

Fill Light Green, amber and red Indicator lights,
4 light optional

Peripheral Ports

1 RS232, 1RS485, 1TYPEC, 1 DC Charge
1 LAN: Non-Standard POE: +12V\+24V
1 Relay
4 GPIO(2x In, 2x Out)

Built-in 1D/2D 
Barcode Reader

Hard Decoding
※ Soft Decoding

Audio Audio Speaker

Switch Key Switch

Power Supply DC 9-40V

Environmental
Operating temperature: -20℃～+70℃
Relative humidity: 5%RH - 98%RH
Storage temperature: -40℃～+85℃

IK IK06

PT. Putra Mandiri Informatika

Sedayu Square Blok M 23-25, RT.1/RW.12, 
Cengkareng Barat, Kecamatan Cengkareng, Kota 

Jakarta Barat, Daerah Khusus Ibukota Jakarta




